Titanium Dioxide 
Alias name: titanic anhydride  

CAS：13463-67-7;     Molecular formula：TiO2
Brand: Saiya

Properties: A kind of white inorganic pigment, has stable chemical properties, high refractive index and ideal particle size distribution, and good hiding power and coloring power.
Quality standard:
Rutile Titanium Dioxide
	Item
	Requirements  R2

	
	Premium Grade
	First Grade
	Salable Product

	TIO2 content,% ≥
	90.0
	90.0
	90.0

	Color (compared with the reference)
	No less than
	Approximate to
	Slightly worse than

	Rutile content % ≥
	94
	94
	94

	Reducing power TCS value ≥
	1650
	1600
	1600

	SCX value ≥
	3.0
	2.0
	1.5

	I value ≥
	93.5
	92.0
	90.0

	B value ≤
	3.0
	3.1
	3.3

	Oil absorption g / 100g ≤
	20
	20
	20

	Water-soluble matter, % ≤
	0.6
	0.6
	0.6

	PH value of aqueous suspension
	6.5-8.5
	6.0-8.5
	6.0-8.5

	Screen residue (45∪m), % ≤
	0.1
	0.1
	0.1


Anatase Titanium Dioxide
	Item
	First Grade

	Titanium dioxide content % (m / m) ≥
	98.0

	Color (compared with the standard sample)
	Approximatively 

	Fe2O3
	≤0.06

	SO3
	≤0.15

	Reducing power (compared with the standard sample) ≥
	100

	105 ℃ volatile % (m/m) ≤
	0.5

	Water-soluble matter % (m/m)
	0.5

	PH value of aqueous suspension
	6－8

	Oil absorption g/100g
	26

	Screen residue(45 m mesh) % (m/in) ≤
	0.30

	Water extract resistivity m ≥
	20


Applications: used in paint, printing ink, plastic, rubber, paper, chemical fiber industry, etc.

